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	· The information captured in this form must be input to the Vehicle Protection Risk Assessment to determine if any vehicle protection mesures are required.
· This form should be retained in the PRI project file.
· Questions 2.12 – 2.14 only apply to existing PRI sites.

	1. SITE DETAILS

	1.1
	Site Name
	

	1.2
	Address & Postcode
	

	1.3
	Asset ID & LDZ
	
	

	1.4
	Easting / Northing
	
	

	2. RISK ASSESSMENT INFORMATION

	2.1
	Select Road Type
	Choose an item.
	2.2
	Select Area Type
	Choose an item.
	2.3
	Is the PRI within 20m of a junction? 
	Choose an item.
	2.4
	Select the location of the PRI
	Choose an item.
	2.5
	Select the speed limit (mph)
	Choose an item.
	2.6
	Is there a kerb in between the PRI and the roadside? 
	Choose an item.
	2.7
	Specify the distance from roadside (m)
	

	2.8
	Specify the PRI operating pressure (bar)?
	

	2.9
	Specify the largest diameter pipework (mm)
	

	2.10
	Is there a high risk building within 50m of PRI site? (e.g. hospitals, care homes, schools) Note: This list is not exhaustive, see IGEM/TD/1 Definitions for further details.
	Choose an item.
	2.11
	What distance is the closest high-risk building? 
	

	2.12
	Any existing vehicle protection? If yes, specify.
	

	2.13
	Has a previous collision resulted in gas release?
	Choose an item.
	2.14
	Can the PRI be re-located?
	Choose an item.
	2.15
	Please detail any other relevant comments
(if necessary)
	

	3. SURVEYOR DETAILS

	3.1
	Name and job title of person carrying out survey
	
	

	3.2
	Contact number & email address
	
	

	3.3
	Specify Company (if external)
	

	3.4
	Date
	Click or tap to enter a date.
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