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       UIP Non-Fastrack Request Form (FM138)
	To be completed in accordance with the relevant business rules as published by Scotia Gas Networks for a ‘UIP Request’ outside the scope of Scotia Gas Networks standard pressure matrix and costings. Loads falling within SGN/SP/NP/14 Tables A.1 and A.2 should, wherever possible, be submitted as appropriate using ‘UIP Fastrack Request Form FM138a’. For standard pressure matrix and costings information refer to ‘SGN/SP/NP/14’ and Scotia Gas Networks ‘Connections Services Charges Document’ as available from www.sgn.co.uk

	Date of Request:
	[bookmark: Text216][bookmark: Text217]   /    /    
	  UIP Reference:
	     

	Previous Related SGN Reference numbers:
	          

	

	UIP Name:
	     
	GIRS REGISTRATION SCOPE

	UIP Contact Name:
	       
	CONFIRM THE NAME OF THE COMPANY RESPONSIBLE FOR

	UIP Address:
	     
	THE FOLLOWING ELEMENTS OF THE PROJECT

	     
	

	     
	Design:
	     

	Post Code:
	     
	Construction Commissioning:
	     

	UIP Contact Telephone No:
	      
	Project Management:
	     

	UIP Contact E Mail:   
	      
	Final Connection:
	     

	
	 
	CMOB/DMOB:         

	

	A)     Proposed Site Details

	

	Site Contact:
	       
	 Telephone No:
	     

	Current Site Name:
	     

	Proposed Site Name:     
	     

	Site Address:
	     

	     

	Post Code:
	     

	Type Of Works: 
	[bookmark: Dropdown22]
	

	Type Of Development: 
	[bookmark: Dropdown21]
	

	Single Or Multiple Premises:    
	
	

	

	B)     Proposed Load Details

	

	Max Instantaneous Rate (SHQ):
	      kwh
	

	Max Annual Consumption (AQ):
	      kwh
	

	Predicted Mains Pressure Drop: 
	      mbar
	

	Predicted Service Pressure Drop: 
	      mbar
	

	Does The Proposed Load Follow A Normal Space Heating Pattern:
	
	[bookmark: Dropdown17]EUC if Known:
	         

	

	C)     Proposed Infrastructure Details

	

	Design Submission supplied?
	
	

	Mains To Be Installed:
	
	

	Service To Be Installed:    
	
	Number of Services:
	[bookmark: Text224]     
	(Individual Service details to be supplied in Section I)

	Connection Point:
	Easting:
	     
	Northing:
	     
	

	Easement / Servitude Required?: 
	[bookmark: Dropdown19]
	

	

	
	
	

	Refer to SGN Easement/Deed of Servitude Form & Briefing Note 18 for further guidance on Easement process





	D)     Existing Infrastructure Details (Including details of the Existing Supply where a Disconnection / Alteration is required)

	

	Parent Main:
	   Diameter:  
	[bookmark: Dropdown25]      
	Material:
	
	Pressure Tier: 
	
	

	Service:
	   Diameter:
	      
	Material:
	
	Pressure Tier: 
	
	

	
	

	The Following Information must be provided for Alteration or Disconnection Requests.

	

	MPRN:
	[bookmark: Text231]     
	Meter Serial No: (If Known)
	[bookmark: Text221]     

	Alteration / Disconnection Point:
	Easting:
	     
	Northing:
	     
	

	Existing Load Details (if applicable) SHQ:        kwh

	

	



	

	

	

	

	











E)     Industrial/Commercial Premises Details

	

	Type Of Load: 
	[bookmark: Dropdown11]
	Regardless of Load Type, complete C.1 Table from page 4 of this form and supply additional Information in section I

	Atypical Load?
	
	

	Is The Proposed Load Requested To utilise MOD458 or MOD420?: 
	
	

	Is The Pressure At The Inlet To Supply Meter Installation Required To Be >20.7Mbarg:
	
	If Yes, specify: 
	     mbar

	

	F)     Domestic Premises Details 

	

	Property Ownership:
	[bookmark: Dropdown13]
	

	Details Of Exceptional Loads: (e.g. Swimming Pools):
	     

	Developer Details:
	     

	

	G)     UIP Site Contact Details

	

	Authorising Engineer / Competant Person:
	     
	Telephone No:   
	     

	

	H)      Individual Plot /Service Details:

	

	Plot No:
	[bookmark: Text258][bookmark: Text267]      of      
	Material:
	
	Diameter: 
	[bookmark: Text268]      mm
	Length:
	[bookmark: Text269]      m
	

	

	Easting:
	[bookmark: Text259]     
	Northing: 
	[bookmark: Text260]     
	
	MPRN: 
	[bookmark: Text261]     

	

	Plot No:
	      of      
	Material:
	
	Diameter: 
	      mm
	Length:
	      m
	

	

	Easting:
	     
	Northing: 
	     
	
	MPRN: 
	     

	

	Plot No:
	      of      
	Material:
	
	Diameter: 
	      mm
	Length:
	      m
	

	

	Easting:
	     
	Northing: 
	     
	
	MPRN: 
	     

	

	Plot No:
	      of      
	Material:
	
	Diameter: 
	      mm
	Length:
	      m
	

	

	Easting:
	     
	Northing: 
	     
	
	MPRN: 
	     

	

	Plot No:
	      of      
	Material:
	
	Diameter: 
	      mm
	Length:
	      m
	

	

	Easting:
	     
	Northing: 
	     
	
	MPRN: 
	     

	

	Plot No:
	      of      
	Material:
	
	Diameter: 
	      mm
	Length:
	      m
	

	

	Easting:
	     
	Northing: 
	     
	
	MPRN: 
	     

	

	Plot No:
	      of      
	Material:
	
	Diameter: 
	      mm
	Length:
	      m
	

	

	Easting:
	     
	Northing: 
	     
	
	MPRN: 
	     

	

	Plot No:
	      of      
	Material:
	
	Diameter: 
	      mm
	Length:
	      m
	

	

	Easting:
	     
	Northing: 
	     
	
	MPRN: 
	     

	

	Plot No:
	      of      
	Material:
	
	Diameter: 
	      mm
	Length:
	      m
	

	

	Easting:
	     
	Northing: 
	     
	
	MPRN: 
	     

	

	Plot No:
	      of      
	Material:
	
	Diameter: 
	      mm
	Length:
	      m
	

	

	Easting:
	     
	Northing: 
	     
	
	MPRN: 
	     

	

	Plot No:
	      of      
	Material:
	
	Diameter: 
	      mm
	Length:
	      m
	

	

	Easting:
	     
	Northing: 
	     
	
	MPRN: 
	     

	

	Plot No:
	      of      
	Material:
	
	Diameter: 
	      mm
	Length:
	      m
	

	

	Easting:
	     
	Northing: 
	     
	
	MPRN: 
	     

	

	

	

	

	












	

	I)      Complete the Remainder of the Form for Both Domestic and Industrial / Commercial Properties

	

	Properties to be Connected and Gas Usage
(For Non-Domestic Loads Indicate Unit Numbers)
	TOTAL

	Property Type
	
	
	
	
	
	

	If Other please specify
	     
	     
	     
	     
	     
	

	Meter Housing
	
	
	
	
	
	

	No of Premises /Unit No’s
	     
	     
	     
	     
	     
	     

	Central Heating?
Domestic Only (kwh)
	     
	     
	     
	     
	     
	     

	Estimated Annual Consumption
	     
	     
	     
	     
	     
	     

	Peak Instantaneous Demand (kwh)
	     
	     
	     
	     
	     
	     

	

	[bookmark: Dropdown16]Is The Development Or The Load Growth Phased?:   
	
	

	If Yes, Please Provide Details  (Include The Number Of Proposed Connections And Their Associated Loads Per Year):
	     

	     

	Is Growth Beyond This Site Anticipated Within The Next 5 Years:
	
	

	If Yes, Please Provide Details (Including Number Of Proposed Connections Per Year):
	     

	     

	

	Do You Wish Southern Gas Networks To Undertake The Final Connection?
	
	(If Yes, Please Confirm Below The Cost and Table Used from SGN’s ‘Connections Services Charges Document’)

	

	Cost (excluding VAT)
	£     
	[bookmark: Dropdown28]Table Quoted: 

	

	Connection Date:     
	   /    /     
	(Please note we are not able to accept ASAP as a response)

	Detail Of Any Other Associated Costs: 
	[bookmark: Text228]     

	[bookmark: Text229]     

	Additional Information:
	     

	     

	[bookmark: Text230]     

	     

	

	Signed:
	[bookmark: Text225]     

	

	Print Name:
	[bookmark: Text226]     

	

	Job Title:
	[bookmark: Text227]     

	

	PLEASE ENSURE YOU HAVE ENCLOSED A SUITABLY SCALED MAP, A COPY OF YOUR SITE PLAN SHOWING THE POINT OF CONNECTION, SITE BOUNDARY, METER POSITIONS AND THE EXACT LOCATION OF YOUR WORKS IF A DESIGN IS INCLUDED

WHERE AN EASEMENT IS REQUIRED A LAND REGISTRY COMPLIANT DRAWING AND SGN EASTMENT FORM MUST BE SUBMITTED WITH THIS REQUEST FORM – SEE BRIEFING NOTE 18 FOR FURTHER GUIDANCE

FOR MULTIPLE DEVELOPMENTS PLEASE ENSURE YOU HAVE SUPPLIED DETAILS FOR THE INDIVIDUAL CONNECTIONS

	

	PLEASE CHECK THIS FORM CAREFULLY BEFORE SUBMITTING AS ANY MISSING OR INCORRECT INFORMATION WILL RESULT IN YOUR REQUEST BEING DELAYED.





Table C.1 – For Non-typical gas usage identification


	To identify the proposed profile of gas use, it is necessary to understand the time(s) of day and year at which the gas demand is required and if the demand varies from this level at the other key times/conditions of the day and year.

	Please complete the following boxes as is appropriate for the demand.

	
Period
	
Please indicate with a tick the times of the day and year when demand usage may occur

	
	0600-1000
	1000-1600
	1600-2000
	2000-0600

	Beginning October – end March
(Winter)
	     
	     
	     
	     

	Beginning June – end August (Summer)
	     
	     
	     
	     

	Other periods of the year
	     
	     
	     
	     




Table C.2 – For Boosted/Compressed Loads


	Peak Instantaneous Demand to be compressed and the pressure required:
	      kW/m³/hr
	      mbar/bar

	Compressor Types (Reciprocating/Fan/Screw/Booster/Other)
	     

	Number of Compressors/Boosters and the Peak Instantaneous Demand to each excluding
standby:
	
No.:
	     
	
Flow:
	Plant 1       kW/m³/hr Plant 2       kW/m³/hr Plant 3       kW/m³/hr

	Time taken to achieve full load from start up
	
Time taken seconds      

	Profile provided for non-linear start up profile
	
     


	Number of burners to be installed?
	     

	Will burners be operated in parallel?
	
     

	Typical burner stages
	Start-up
	Pilot fire
	Low fire
	High fire

	Flow as % of burner’s PID – burner 1
	     
	     
	     
	     

	Minimum time for each stage – burner 1
	     
	     
	     
	     

	Flow as % of burner’s PID – burner 2
	     
	     
	     
	     

	Minimum time for each stage – burner 2
	     
	     
	     
	     

	Flow as % of burner’s PID – burner 3
	     
	     
	     
	     

	Minimum time for each stage – burner 3
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